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PH53W Engine Heater PH21A & PH41A Air Heater

• Fast and reliable engine preheat
• Eliminates cold starts
• Low operating cost

• Compact design
• Simple maintenance
• Low operating cost. 

5kW Engine Heater Performance Data 2kW & 4kW Air Heater Performance Data

Heating Capacity: 5.0 kW/hr (17,060 BTU/hr)

Heating Medium: Engine Coolant

Heating Operation: High, Stand by

Fuel Consumption (Diesel): 0.62 L/hr
0.16 US Gal/hr 

Power Consumption Watt: 56 Watts
12 VDC  4.7 Amps

Heating Capacity: 2.0 kW/hr (6,850 BTU/hr) 
  4.0 kW/hr (15,695 BTU/hr)
  

Heating Medium: Forced Air

Heating Operation: Four Heat Output Levels: Super, High, 
Medium, Low

Fuel Consumption (Diesel): 
2kW - 0.10 L/hr to 0.21 L/hr | 0.02 US Gal/hr to 0.07 US Gal/hr 
4kW - 0.18 L/hr to 0.53 L/hr | 0.05 US Gal/hr to 0.14 US Gal/hr

Power Consumption Watt: 2kW 9-34 Watts | 4kW 12-40 Watts
12 VDC 2kW 0.8 to 2.8 Amps | 4kW 1.0 to 3.3 Amps

Digital Controller Warehouses in Canada & USA
• Simple operation
• Preset the start times for auto startups
• Displays current time, set temperature and actual temperature
• Provides easy to read heater diagnostic codes

Sold and supported by a team of heater experts. 

5kW Engine Heater Performance Data

Heating Capacity: 5.0 kW / hr (17,060 BTU/hr)

Heating Medium: Water Coolant

Heating Operation: High, Stand by

Fuel Consumption (Diesel): 0.16 L/hr
0.61 US Gal/hr

Power Consumption Watt: 27 to 53 Watts
12 VDC  4.7 Amps
24 VDC  2.4 Amps

PH51W Engine Heater

• Rugged, Compact design
• Rapid Engine Preheat
• Reliable 


